
 
 

2004-2007 S60R/V70R PhMIC Installation Guide 
 

BEFORE YOU BEGIN! 
Your kit should include: 

 
 
22”x9”x3” or 24”x12”x3” Aluminum Front Mount 
Intercooler 
(3) Sections of Stainless Pipe 
(2) 2.5” x 3” Long Silicone Hose Couplers 
(1) 2.5” x 2.0” Silicone Reducing Sleeve 
(1) 90 Degree Silicone Elbow 
(1) 45 Degree Silicone Elbow 
(9) 2.5” T-Bolt Clamps 
(1) 5/8” Vacuum Hose Clamp 

 
 
 

BEFORE BEGINNING INSTALLATION, MAKE SURE A/C HAS BEEN DRAINED PROPERLY. 

 

 
 

1 

You will want to have the car on a lift or on 

jack-stands. Remove the airbox, ram tube, 

and plastic shield from the engine bay. 
N/A 



2 

Remove the push-pins on the top of the 

bumper cover, the screw in the wheel well 

for the side of the bumper cover, the two 

underside push-pins, and the two main 

bumper bolts. You will need to remove 

(preferably using a bone tool) the two plastic 

covers on the bumper cover to access the 

bolts. 

 

3 

Remove the plastic shroud from the buttom 

of the car. It is possible, if carefully cut, to 

re-use this piece, however I did not in my 

install. 

 



4 

Remove all the bolts for the upper cross 

member. There is a bolt on the front for each 

headlight too, as shown, as well as two bolts 

on the lower section of the cross member, as 

shown. Do not remove the 4 bolts circled in 

blue. They must remain in the cross member. 

 

5 
Remove the 4 bolts which hold the radiator/ 

A/C condenser/stock IC together. 

 



6 

This is the IAT sensor from the stock IC 

which will need to be removed for insertion 

into the new pipe. 

 

7 

Disconnect the A/C sensor and the high 

pressure line. You will also note the two 

lower connection points which are pointed 

out. These are where the angle bracket will 

attach to support the new IC. After you have 

the 4 bolts removed, and the 2 A/C lines and 

sensor disconnected from the condenser, you 

can remove the condenser. It will drop out 

the bottom. Disconnect the two stock turbo 

hoses from the stock IC. Remove the two 

lower radiator support bolts from 

underneath. This will allow everything to 

move around freely so that the stock IC can 

be lifted out from the top.  (This picture is 

from a 2006-2007 model.  The 2004-2005 

models have a larger dryer and the 
connection point looks slightly different) 

 



8 

Once the IC is out, put the condenser back in 

place. The original bolts are too long at this 

point to reuse, so use a new set of bolts and a 

few washers to give it a little bit of a buffer 

off the radiator as shown in the photo.  (The 

2004-2005 condensers have a larger dryer on 

the passenger side and the retaining clip will 

need to be severed so the dryer can be 

aligned on the side of the condenser) 

 

9 

The stock airtube going to the throttle body 

should be pulled out and modified to couple 

with the new steel pipe as shown. A 1/2" 

hole should be drilled for the sensor probe, 

and another small hole should be 

drilled/tapped to allow a machine screw to 

anchor the sensor. The original O-ring will 

not be used. Instead, a new O-ring should be 

placed up against the flat part of the sensor 

to create the seal. A bead of 3M upholestry 

glue should be place on the inside lip of the 

3" plastic tube which connects to the throttle 

body. This will prevent the possibility of this 

tube blowing off under high pressure. 

 



9a 
This is what the unit will look like once in 

place. 

 

9b 

Another angle showing the unit in place with 

the 45 degree elbow which connects the cold 

side pipe from the intercooler. 



10 

A 30” length of 1/8” x 2” x 2” steel or 

aluminum angle is used for this support.  

(Purchased at any Home Depot, Lowes, or 

other local hardware store)   

The holes for mounting to the A/C 

condenser need to be drilled 28 ¾” apart. 

 

To center the core: 

Locate and mark the center of the bumper 

bar.  Temporarily mount the bracket to the 

condenser and transfer the centering mark 

down to the angle bracket.  Remove the 

angle bracket and align the center of the 

intercooler with the centering mark you 

made on the angle bracket before drilling the 

FMIC mounting holes. 

 

10a Intercooler core aligned and installed. 

 

10b 

The angle bracket should be attached and the 

intercooler mounted. This pipe is the hot-

side pipe coming from the engine to the IC. 



11 

This is the hot side pipe connection to the 

Over-The-Engine pipe in the engine bay 

using the 2 1/2" � 2" reducer connection. 

12 
This is where the 90 degree elbow connects 

the cold side of the IC to the pipe. 



13 

The black plastic lip, which is shown here, 

needs to be trimmed back where shown. 

Using a piece of tape to keep a straight edge, 

use a Dremel to cut straight across. If this is 

not cut, it will buckle against the face of the 

IC. 

14 

Installation of the upper cross member and 

bumper cover are reversals of removal.  You 

may end up with a few extra bolts from parts 

that were removed and not reinstalled. 

 


